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standard colours: 

red
#128-06

orange
#128-07

royal blue 
#128-04

grey
#128-02

care instructions:

Keep in cool dry place, with no direct sunlight

Hi-ViZ yellow
#128-08 

black 
#128-01

yellow
#128-11

green
#128-03

dark naVy 
#124-01

kHaki
#182-04

etnA

Specification: 

aRticLe coMpoSition antiStatic WeiGHt WeaVe fULL WiDtH finiSHeS

etnA 99% COttOn 1% 
AntiStAtiC threAdS CArBOn threAdS 350 GSM / 10,3 OZ SAtin 4 /1 151 CM (±1 CM)/ 60” FLAMe retArdAnt

coLoUR faStneSS to: 

WaSHinG 60°c (iSo 105 c06) RUbbinG (iSo 105 X12) DRy cLeaninG (iSo 105 D01) peRSpiRation (iSo 105 e04) LiGHt (iSo 105 b02)

COLOUr ChAnGe COLOUr StAininG dry Wet - - -

4-5 4-5 4-5 4 4-5 4-5 4

yaRn type teaRinG StRenGtH (iSo 13937-2) tenSiLe StRenGtH (iSo 13934-1) SHRinKaGe (iSo 6530-2000)

WaRp rinG SpUn 40 n > 1300 n ≤±3%

Weft rinG SpUn 58 n > 850 n ≤±3%

pHySicaL paRaMeteRS:

99% COttOn /1% AntiStAtiC threAdS, 350 GSM, SAtin 4/1
FLAMe retArdAnt, AntiStAtiC yArn

etna is a middleweight 350 gsm quality cotton fabric with flame retardant finishing designed for use in Metallurgy. etna fr-fabric has 
the highest level of protection from metal splashes - e3, tested by iSO 9185. Satin weave of etna is extremely useful in protective 
overalls or bibs of workers letting molten metal drops go off easily from the smooth surface of the fabric. Made of natural fibers it is 
soft and comfort to wear and at the same time etna protects from risks of Flash fire, electric Arc and eSd sparks. Carbon antistatic 
yarn integrated as stripes in the surface of etna makes it absolutely safe for use in explosive atmospheres. to prevent electrostatic 
discharge (eSd) sparks, antistatic fibers safely discharge static electricity eliminating the risk of fire and explosion.

ceRtification:

iSO 11611

pASS 
(Class 1 and 2)

pASS (BS en 
1149-3 meth. 2)

iSO 11612 iSO 1149

pASS (A1, A2, 
B1, C1, e3, F1)

MetaLLURGy

* tested at 70°C, domestic wash.

etna is a flame retardant protective fabric made of 
100% long-staple cotton with density of 350 gsm and 
Satin 4/1 weave. the fabric includes Belltron carbon 
antistatic yarn in a striped pattern. etna fr-fabric has 
the highest level of protection from metal splashes - 
e3 (iSO 9185).

AStM F1959  (electric Arc raiting):   HRc 2

AtpV = 16.0 cal/cm2 ,   hAF = 83%

100 
X

WASH *


